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ecoled

ecoled power supply 
Ref: 40.018

Features:

• Exit constant tension

• Approved for independant use

• Power correction factor

• Degree of protection: IP20

• Protection class II

Input

Voltage range (Vac) 198V - 264V

Frequency 47Hz - 63Hz

Power factor >0.9 (full load), 240V

Input current max. 0.24A max. (full load), 198V

Consumption without load <0.5W

Start-up current 30A max. 

Contact current <0,7mA a 240V

Output

Constant Voltage 24V

Tension without load 24V

Current range 0-1.25A

Rated power 30W

Voltage accuracy ±5%

Voltage regulation ±5% (full load)

Regulación de carga <5%

Holding time 1s

Ignition time <0,5s (full load)

Ripple&noise ≤± 1% (full load), 240V

Efficiency (typ.) >84% (full load), 240V

Protection

Over load protection 105% - 150% (Protection type: auto resume)

Over voltage protection >25.2V (Protection type: auto resume)

Short circuit protection Protection type: auto resume

Over temperature protection Protection type: auto resume

Environment

Operating temperature -20ºC / +45ºC

Tc 80ºC

Storage temperature -25ºC / +60ºC

Life time >30.000h with ta=45ºC

Humidity 20% - 90% no condensation

Other

Dimension 160x42x30mm

Weight 120g

Guarantee 5 years

SELV110 F M M

IP20

Applied standards:

• EN 61347-1

• EN 61347-2-13

• EN 62384

• EN 62493

• EN 61000-3-2

• EN 61000-3-3

• EN 61547

• EN 61000-4-2

• EN 61000-4-5

• EN 55015

Assembly and Safety Information
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ecoled

ecoled power supply 
Measurements:

Diagram:
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